
Year Engine Direct Fit 
As-Is

Direct Fit With 
Installation Of:

Remove The 
Following: Additional Steps for Installation

2015-
2016

2.7L EcoBoost Yes

3.5L Cyclone or 
EcoBoost without 
External ATF Cooler

Requires 
new 
lines

FL3Z-7B028-M, 
FL3Z-7C410-B FL3Z-7B028-L

Remove the original return line. 
Replace with new radiator-to- 
external ATF cooler line and new 
return line from ATF cooler to 
transmission.

3.5L Cyclone or 
EcoBoost with 
External ATF Cooler

Yes

5.0L without 
External ATF Cooler

Requires 
new 
lines

FL3Z-7B028-K, 
FL3Z-7B028-P

FL3Z-7B028-J, 
FL3Z-7B028-N

Replace the lines going from 
the liquid-to-liquid cooler block 
to the ATF cooler in front of the 
cooling stack.

5.0L with External 
ATF Cooler Yes

2017

2.7L EcoBoost Yes

3.5L Cyclone 
without External 
ATF Cooler

Requires 
new 
lines

FL3Z-7B028-M, 
FL3Z-7C410-B FL3Z-7B028-L

Removing original return line, 
replacing with new rad-to-air 
cooler line and new return line 
from air cooler to trans

3.5L Cyclone with 
External ATF Cooler Yes

3.5L EcoBoost Yes

5.0L without 
External ATF Cooler

Requires 
new 
lines

FL3Z-7B028-K, 
FL3Z-7B028-P

FL3Z-7B028-J, 
FL3Z-7B028-N

Replace the lines going from 
the liquid-to-liquid cooler block 
to the ATF cooler in front of the 
cooling stack.

5.0L with External 
ATF Cooler Yes

3.5L SVT Raptor Yes

MMTC-F150-15SL 
TRANSMISSION COOLER LINE GUIDE


